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Abstract 

The invention pertains to a vehicle comprising an electric machine serving as a 
powering engine and a storage battery for running the electric motor. The vehicle 
comprises means (181, 50) for charging the battery with an electric power source 
external to the vehicle with power for rapid charge, for example, on the order of 
magnitude of ten minutes. The battery charging means are, for example, designed to 
enable a charge via a three-phase power supply network, in particular, 380 V. 
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(57) Abstract : The invention concerns a vehicle comprising an electrical ma- 
chine serving as powering engine and a storage battery for running the electric 
motor. The vehicle comprises means (18^ 50) for charging the battery with 
an electric power source external to the vehicle with power for rapid charge, 
for example of the order of ten minutes. The battery charging means are, for 
example, designed to enable a charge via a three-phase power supply network, 
in particular of 380 volts. 

(57) Abrege : L^nvention est relative a un v6hicule comportant une 
machine electrique ayant une fonction de moteur de traction et une batterie 
d'accumulateurs pour faire tourner le moteur Slectrique. Le v6hicule 
comporte des moyens (181, 50) pour charger la batterie par une source 
d'energie electrique exteme au vghicule d'une puissance permettant une 
charge rapide, par exemple de rordre d'une dizaine de minutes. Les moyens 
pour charger la batterie sont, par exemple, agences pour permettre une charge 
par rintermddiaire d'un rfiseau dalimentation de type triphase\ notamment 
du type a 380 volts. 



